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2000 yilinda Seydisehir/Konya'da faaliyete baslayan firmamiz,
endustriyel sogutma sektorinde projelendirme, taahhut ve anahtar
teslim, sogutma sistemleri kurulumu-hizmetleri ile bugin ic
Anadolu boélgesinde ve Turkiye'de lider konuma ulasma yolunda
ilerlemektedir.

23 yili askin tecrubesiyle sektérdeki liderligini surdurmek igin
teknolojik gelismeleri yakindan takip ederek, surekli kendini
yenilemektedir. Yenilik¢i ve cevreci ¢ézumleri ile sektore yon veren
KARSEY ENDUSTRI olarak, musterilerimize en uygun fiyata, en
dogruve verimli¢ézUmlerisunmayi ilke edinmistir.

Musteri odakli calisma anlayisini benimsemis olan firmamiz,
musterilerimizin servis taleplerine; muhendislik ¢alismalari ile kesin
ve kalici ¢dézUmler Uretmektedir. Ustin kaliteli hizmetleriyle de
musterilerinin begenisini kazanmaktadir.

KARSEY ENDUSTRI olarak kurdugumuz tim tesis ve
uygulamalarda uzman ekibimizle birlikte, 7/24 Teknik Servis
Hizmetiile yanindayiz.
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Endiistriyel Panel Sistemleri
Industrial Panel Systems
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ilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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POLY Genel Ozellikleri

1.Urtinleri dayanikli ve uzun 6mirladar

2.Kimyasallara kargi direnglidir
3.Bakterilere kargl dayaniklidir
4.Geri donusturalebilir

POLY General Features

1.Their products are durable and long-lasting

2.Resistant to chemicals
3. Resistant to bacteria
4.Recyclable

Panel Yiizeyi Panel Face Panel Ozellikleri Pane/ Species

Dig Yiizey
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200
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m

m

m
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42 + 2 Kg/m®

Dansite Poliiiretan

Galvaniz + RAL9002 Polyester

Boyal: Trapez Sac

0.5-13.5 422
0.5-13.5 422
05-13.5 422
05-13.5 422
0.5-13.5 422
0.5-13.5 422

Panel Yiizeyi Panel Face Panel Ozellikleri Pane/ Species

i Yiizey Dis Yiizey Kalinlik Geniglik Uzunluk Yogunluk K
Inner Face Outter Face Thickness mm Width cm Length M Intensity kg/m® L
60 m
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¢ Yiizey
Inner Face
PVC

PVC

PVC

PVC
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PVC
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WATER HEAT
ABSORPTION RESISTANCE

BUHAR

ISI
DAYANIMI DAYANIMI

VAPOUR TEMPERATURE

RESISTANCE

PVC GENEL OZELLIKLERI

1.Is1 ve elektrigi iletmez
2.Hafif ve iglenebilirdir.

3.Iyi bir ytizey kalitesine ve goriiniimiine sahiptir.
4.Korozyon direnci saglayan yizey tabakasina sahiptir

PVC GENERAL FEATURES

1.Does not conduct heat and electricity

2.It is light and workable.

3.1t has a good surface quality and appearance.
4.1t has a surface layer that provides corrosion resistance

42 + 2 Kg/m®
Dansite Poliiiretan

0.5 mm PVC Kaplama
Trapez Sac

Outter Face

PVC

PVC

PVC

PVC

PVC

100

120

150

200

Kalinlik Genislik
Thickness mm Width cm
60 m

m

m

m

m

m

STRENGTH INSULATION

05-13.5

0.5-135

0.5-13.5

0.5-13.5

0.5-13.5

05-13.5
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EndUStrlyel Panel SIStemlerI MECHANICAL WATER HEAT VAPOUR TEMPERATURE DIMENSIONAL CHEMICAL EndUStrIyel Panel SIStemlerI
RESISTANCE ABSORPTION RESISTANCE RESISTANCE STRENGTH INSULATION STABILITY STABILITY

Industrial Panel Systems Industrial Panel Systems

: ]
. CR-NI304 |

PVC

. POLY Genel Ozellikleri | PVC GENEL OZELLIKLERI CR-NI- 304 Genel Ozellikleri

1.Urtinleri dayanikli ve uzun dmurliadir 1.Isi ve elektrigi iletmez 1.Korozyon direnci saglayan ytizey tabakasina sahiptir

2.Kimyasallara kars! direnclidir 2.Hafif ve iglenebilirdir. 2.Estetik gorintime sahiptir

3.Bakterilere kargi dayaniklidir 3.Iyi bir ytizey kalitesine ve goriinimtine sahiptir. 3.Kolay temizlenebilirlik —
4.Geri donusturilebilir 4.Korozyon direnci saglayan yizey tabakasina sahiptir 4.Toplam dmir maliyeti duguktar

5.Tamamen geri dénustiralebilirlik

POLY General Features | PVC GENERAL FEATURES 6.5t direnci yiksektic

1.Their products are durable and long-lasting 1.Does not conduct heat and electricity =
2.Resistant to chemicals 2.1t is light and workable. CR NI 304 General Fea,tures
3.Resistant to bacteria 3.1t has a good surface quality and appearance. 1.t has a surface layer that provides corrosion resistance
4.Recyclable 4.1t has a surface layer that provides corrosion resistance g éf hast anlaesthetlc appearance

.Easy to clean

4.Total Service life cost is low
5. Fully recyclable
6.Heat resistance is high

A A
= ), (= )
\ 4 42 + 2 Kg/m*® \ 4
Dansite Poliiiretan 42 + 2 Kg/m®

Dansite Poliiiretan

=

0.5 mm Galvaniz +
RAllngn(;Z :o‘l’;:;:er / \
Boyali T S o s

oyali Trapez Sac KiLiT ’

LOCK
el

0.5 mm PVC Kaplama 0.5 mm CR-NI 304 l
Trapez Sac Trapez Sac

Panel Ozellikleri Panel Species

Kalinlik Genislik Uzunluk Yogunluk
Thickness mm Width cm Length M Intensity kg/m®

Panel Ozellikleri Pane/ Species Panel Yiizeyi Panel Face

Kalinik Genislik Uzunluk Yogunluk ig Yiizey
Thickness mm Width cm Length M Intensity kg/m® Inner Face

Panel Yiizeyi Panel Face

Dis Yiizey
Qutter Face

Dis Yiizey

i¢ Yiizey
g Outter Face

Inner Face
CR-NI 304 CR-NI 304
CR-NI 304 CR-NI 304
CR-NI 304 CR-NI 304
CR-NI 304 CR-NI 304

CR-NI 304 CR-NI 304

CR-NI 304 CR-NI 304

@ CE€ ::éz) WGR Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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EndUStrlyel Panel SIStemlerI v MECHANICAL WATER HEAT VAPOUR TEMPERATURE DIMENSIONAL CHEMICAL EndUStrIyel Panel SIStemlerI
RESISTANCE ABSORPTION RESISTANCE RESISTANCE STRENGTH INSULATION STABILITY STABILITY

Industrial Panel Systems

.I |
CR-NI 304
PVC

A
&

%

0.5 mm PVC Kaplama

Trapez Sac

ElE

&

Panel Yiizeyi Panel Face

CR-NI- 304 Genel Ozellikleri

1.Korozyon direnci saglayan yiizey tabakasina sahiptir
2.Estetik gorintime sahiptir

3.Kolay temizlenebilirlik

4.Toplam 6mur maliyeti duguktur

5.Tamamen geri donusturalebilirlik

6.Is1 direnci yuksektir

CR - NI 304 General Features

1.1t has a surface layer that provides corrosion resistance
2. It has an aesthetic appearance
3.Easy to clean

4.Total Service life cost is low

5. Fully recyclable

6.Heat resistance is high

e em————

PVC GENEL OZELLIKLERI

1.Is1 ve elektrigi iletmez

2.Hafif ve iglenebilirdir.

3.Iyi bir ytizey kalitesine ve gérinimane sahiptir.
4.Korozyon direnci saglayan yizey tabakasina sahiptir

PVC GENERAL FEATURES

1.Does not conduct heat and electricity

2.1t is light and workable.

3.It has a good surface quality and appearance.

4.1t has a surface layer that provides corrosion resistance

42 +2 Kg/m®
Dansite Poliiiretan

0.5 mm CR-NI 304
Trapez Sac

Panel Ozellikleri Pane/ Species

i Yiizey
Inner Face
CR-NI 304
CR-NI 304
CR-NI 304
CR-NI 304

CR-NI 304

CR-NI 304

Kalinik
Thickness mm

Dis Yiizey

Genislik
Qutter Face

Width cm

Uzunluk

Yogunluk
Length M

Intensity kg/m®

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels

CR-NI- 304 Genel Ozellikleri

1.Korozyon direnci saglayan yiizey tabakasina sahiptir
2.Estetik gorintime sahiptir

3.Kolay temizlenebilirlik

4.Toplam 6mur maliyeti duguktur

5.Tamamen geri donusturalebilirlik

6.Is1 direnci yuksektir

CR - NI 304 General Features

1.1t has a surface layer that provides corrosion resistance
2. It has an aesthetic appearance
3.Easy to clean

4.Total Service life cost is low

5. Fully recyclable

6.Heat resistance is high

42 2 Kg/m?
Dansite Poliiiretan

0.5 mm CR-NI 304
Trapez Sac

Panel Yiizeyi Panel Face

POLY Genel Ozellikleri

1.Urtinleri dayanikli ve uzun dmurlidir
2.Kimyasallara karsi direnclidir
3.Bakterilere kargi dayaniklidir
4.Geri donusturalebilir

POLY General Features

1.Their products are durable and long-lasting
2.Resistant to chemicals
3.Resistant to bacteria

4.Recyclable

\\~

Panel Ozellikleri Pane/ Species

Industrial Panel Systems

2

.| CR-NI 304
POLY

A
)

=

0.5 mm Galvaniz +
RAL9002 Polyester
Boyali Trapez Sac

Kalintik
Thickness mm

Dis Yiizey

ii¢ Yiiz
e Outter Face

Inner Face
CR-NI 304
CR-NI 304
CR-NI 304
CR-NI 304

CR-NI 304

CR-NI 304

Genislik
Width cm

Uzunluk
Length M

Yogunluk
Intensity kg/m*

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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CR-NI 304
POLY

2.Estetik gorintime sahiptir
3.Kolay temizlenebili

4.Toplam 6mur maliyeti diguktar
5.Tamamen geri dénustiralebilirlik
6.1s1 direnci yuksektir

CR - NI 304 General Features

1.1t has a surface layer that provides corrosion resistance

2. It has an aesthetic appearance
3.Easy to clean

4.Total Service life cost is low

5. Fully recyclable

6.Heat resistance is high

AN
(&)

RAL9002 Polyester ..
Boyali Trapez Sac ([ {{N]]
LOCK

LINSSPAN

CR-NI- 304 Genel Ozellikleri

1.Korozyon direnci saglayan ytizey tabakasina sahiptir

Panel Ozellikleri Panel Species

Dansite Poliiiretan

e
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POLY
POLY

WATER HEAT
ABSORPTION RESISTANCE INSULATION

.

POLY Genel Ozellikleri

1.Urtinleri dayanikli ve uzun émirlidir
2 Kimyasallara kargi direnglidir
3.Bakterilere kargl dayaniklidir

4.Geri donugturilebilir

POLY General Features

1.Their products are durable and long-lasting
2.Resistant to chemicals

3.Resistant to bacteria

4.Recyclable

POLY Genel Ozellikleri

1.Urtinleri dayanikli ve uzun dmurladir
2.Kimyasallara kargi direnclidir

3.Bakterilere kargl dayanikudir
4.Geri donusturalebilir

POLY General Features

1.Their products are durable and long-lasting
2.Resistant to chemicals

3.Resistant to bacteria

4.Recyclable

A
(&)
42 + 2 Kg/m® \ 4
42 + 2 Kg/m®
Dansite Poliiiretan

0.5 mm
0.5 mm CR-NI 304 Galvaniz + RAL9002 Polyester

Trapez Sac

Boyali Trapez Sac

Panel Ozellikleri Panel Species

Panel Yiizeyi Panel Face

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels

i Yiizey Dis Yiizey Kalinlik Genislik Uzunluk Yogunluk Kilit
Inner Face Outter Face Thickness mm Width cm Length M Intensity kg/m® Lock
60 m 05-135 422 (x)

Inner Face Outter Face Thickness mm Width cm Length M Intensity kg/m® Lock
” H CR-NI 304 POLY POLY PoLY 60 m 05-135 42 (%]
CR-NI 304 POLY 80 m 05-135 422 (v]x] POLY POLY 80 m 05-135 4212 (v]x)
CR-NI 304 POLY 100 m 05-135 42*2 (v]x] POLY POLY 100 m 05-135 4212 (v]x)
CR-NI 304 POLY 120 m 05-135 42+2 (v]x] POLY POLY 120 m 05-135 4212 (v]x)
CR-NI 304 POLY 150 m 05-135 42+2 (v]x] POLY POLY 150 m 05-135 4212 (v]x)
CR-NI 304 POLY 200 m 05-135 42+2 (v]x] POLY POLY 200 m 05-135 4212 (v]x)

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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PVC

(=2)

TAVAN
CEILING

7 \ PVC

PVC

9 PlO PVC
| ] JL PVC
PVC

LINSSPAN

PVC GENEL OZELLIKLERI

1.Is1 ve elektrigi iletmez
2.Hafif ve iglenebilirdir.

3.Iyi bir ytizey kalitesine ve goriinimine sahiptir.
4.Korozyon direnci saglayan yizey tabakasina sahiptir

PVC GENERAL FEATURES

1.Does not conduct heat and electricity

2.1t is light and workable.
3.It has a good surface quality and appearance.
4.1t has a surface layer that provides corrosion resistance

PVC

PVC

PVC

PVC

PVC

100

120

150

200

Genislik
Width cm

m

m

m

m

m

42+ 2 Kg/m?®

www.ka rsey.com.tr

Dansite Poliiiretan

0.5 mm PVC Kaplama

Trapez Sac

0.5-135
0.5-13.5
0.5-13.5
0.5-135
0.5-135

0.5-13.5

+

\V Panel Yiizeyi Panel Face Panel Ozellikleri Panel Species

ic Yiizey Dis Yiizey Kalinlik Uzunluk Yogunluk Kilit
Inner Face Outter Face Thickness mm Length M Intensity kg/m® Lock
PVC PVC 60 42:2 (x)

V1)
V1)
v 1x)
V1)
V1)

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels

MEKANIK SU EMME
DiRENiM DIiRENCI

MECHANICAL

WATER
RESISTANCE ABSORPTION

POLY Genel Ozellikleri

1.Urtinleri dayanikli ve uzun dmurladir
2.Kimyasallara karg! direnclidir
3.Bakterilere kargl dayanikudir

4.Geri donusturalebilir

POLY General Features

1.Their products are durable and long-lasting

2.Resistant to chemicals
3.Resistant to bacteria
4.Recyclable

42 + 2 Kg/m’
Dansite Poliiiretan

0.5 mm PVC Kaplama
Trapez Sac

Panel Yiizeyi Panel Face

Dig Yiizey Kalinuik Genislik
Outter Face Thickness mm Width cm
60 m

i Yiizey
Inner Face
PVC

PVC
PVC
PVC
PVC

PVC

PoLY

PoLY

POLY

PoLY

PoLY

PoLY

100

120

150

200

TEMPERATURE

))@

SES
YALITIMI

INSULATION

Q

STABIL
OLcULU

DIMENSIONAL
STABILITY

PVC GENEL OZELLIKLERI

1.Is1 ve elektrigi iletmez
2.Hafif ve iglenebilirdir.
3.1yi bir ytizey kalitesine ve gériinimiine sahiptir.
4.Korozyon direnci saglayan yizey tabakasina sahiptir

PVC GENERAL FEATURES

1.Does not conduct heat and electricity

2.1t is light and workable.

3.It has a good surface quality and appearance.

4.1t has a surface layer that provides corrosion resistance

Panel Ozellikleri Pane/ Species

m

m

m

m

m

0.5-13.5

0.5-13.5

05-135

05-13.5

0.5-135

0.5-13.5

Uzunluk Yogunluk Kitit
Length M Intensity kg/m® Lock
4212 (%)

+

F{
KiMYASAL

DAYANIM

CHEMICAL
STABILITY

v Ix)
VIx)
Ix)
Ix)
1x)

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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PVC
POLY
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RAL9002 Polyester
s s Boyali Trapez Sac

KILIT | it
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EndUStrlyel Panel SIStemlerI MECHANICAL WATER HEAT VAPOUR TEMPERATURE DIMENSIONAL CHEMICAL EndUStrIyel Panel SIStemlerI
RESISTANCE ABSORPTION RESISTANCE RESISTANCE STRENGTH INSULATION STABILITY STABILITY

Industrial Panel Systems Industrial Panel Systems

| CR-NI304

Y CR-NI304 |

CR-NI- 304 Genel Ozellikleri PVC GENEL OZELLIKLERI | CR-NI- 304 Genel Ozellikleri

1.Korozyon direnci saglayan yiizey tabakasina sahiptir 1.Is1 ve elektrigi iletmez 1.Korozyon direnci saglayan yiizey tabakasina sahiptir
2.Estetik goérinime sahiptir 2.Hafif ve iglenebilirdir. 2.Estetik goérinime sahiptir

- 3.Kolay temizlenebilirlik 3.1yi bir ytizey kalitesine ve gériinimiine sahiptir. 3.Kolay temizlenebilirlik
4.Toplam dmir maliyeti dasuktir 4.Korozyon direnci saglayan yizey tabakasina sahiptir | 4.Toplam dmir maliyeti dusuktir

5.Tamamen geri donustirdlebilirlik 5.Tamamen geri donustirdlebilirlik

6.Is1 direnci yuksektir PVC GENERAL FEATURES 6.1s1 direnci yuksektir
CR - NI 304 General Features 1.Does not conduct heat and electrcity CR - NI 304 General Features

2.t is light and workable.

1. It has a surface layer that provides corrosion resistance | 3./t has a good surface quality and appearance. 1. It has a surface layer that provides corrosion resistance

2. It has an aesthetic appearance 4.It has a surface layer that provides corrosion resistance 2. It has an aesthetic appearance

3. Easy to clean 3. Easy to clean
& 4.Total Service life cost is low 4.Total Service life cost is low &

5. Fully recyclable 5. Fully recyclable

() 6. Heat resistance is high 6. Heat resistance is high ()
CEILING CEILING
3
\ 4 42+ 2 Kg/m v
3 ° o00
4212 Kg/m Dansite Poliuretan
° (X1)
Dansite Poliuretan

0.5 mm PVC Kaplama
Trapez Sac

0.5 mm CR-NI 304
Trapez Sac

0.5 mm CR-NI 304
Trapez Sac

Panel Ozellikleri Pane/ Species

Uzunluk Yogunluk
Length M Intensity kg/m®

Panel Ozellikleri Panel Species

Genislik
Width cm

Panel Yiizeyi Panel Face

Uzunluk Yogunluk iic Yiizey
Length M Intensity kg/m® Inner Face

Panel Yiizeyi Panel Face

Dis Yiizey
Outter Face

Kalinuk
Thickness mm

Kalintik
Thickness mm

Genislik
Width cm

Dis Yiizey

i Yiizey
. Outter Face

Inner Face
CR-NI 304 CR-NI 304 CR-NI 304
CR-NI 304 CR-NI 304 t CR-NI 304
CR-NI 304 CR-NI 304 t CR-NI 304
CR-NI 304 CR-NI 304 CR-NI 304

CR-NI 304 CR-NI 304 = CR-NI 304

CR-NI 304 CR-NI 304 = CR-NI 304

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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. | '.
CR-NI- 304 Genel Ozellikleri | POLY Genel Ozellikleri + Plvwoon

WATER HEAT
ABSORPTION RESISTANCE INSULATION

1.Korozyon direnci saglayan ytizey tabakasina sahiptir 1.Urinleri dayanikli ve uzun émirltdir o2 N N o . .
2 Estetik gorunume sahiptic 2Kimyasallara kars direnclidir PLYWOOD Genel Ozellikleri | POLY Genel Ozellikleri
3.Kolay temizlenebilirlik 3.Bakterilere kargi dayaniklidir ) PR T
4.Toplam 6mir maliyeti distktir 4.Geri donustiirtlebilir 1.Gekme ve sisme yapmaz : 1.Urtnleri dayanikli ve uzun émurladur
2 Famamen geri donUstlrdlebilirlik S16M ve vida getenagl kel 5 Bakteriers kors! daganitt
B.Is1 direnci yGksektir POLY General Features 4_Bekoratiftir ve kahve renktedir 2.Geri donustaratebilir
CR - NI 304 General Features 1.Their products are durable and long-lasting 5.Kaymaz bir yizeye sahiptir POLY G I F
2.Resistant to chemicals
1.It has a surface layer that provides corrosion resistance 3.Resistant to bacteria P LYWO O D G I F t : enera eatur es
2. It has an aesthetic appearance 4.Recyclable enera eatures 1.Their products are durable and long-lasting
e e
L rvice life cost is low O o N . P p ; !
5. Fully recyclable PLYWOOD Genel Ozellikleri e eorme i ertes 4 Recyclable
6.Heat resistance is high 1.Gekme ve sisme yapmaz 4. It is decorative and brown in color
2.Yiksek mekanik 6zelliklere sahip 5. It has a non-slip surface

8 - 10 mm Plvwoon 3.Civi ve vida yetenegi yiksek

4.Dekoratiftir ve kahve renktedir
1 5.Kaymaz bir yuzeye sahiptir
PLYWOOD General Features 42+2 Kg m®

1. Does not shrink or swell
-2. Has high mechanical properties

7 q H L3 (X1
dmment L, 42+ 2 Kg/m? Dansite Poliuretan
Dansite Poliiiretan

-. It has a non-slip surface
0.5 mm Galvaniz + 0.5 mm Galvaniz +
RALS002 Polyester RAL9002 Polyester
Boyali Trapez Sac Boyali Trapez Sac

OFt 30 S 8 - 10 mm PLYWOOD E%EE'
el

A A
(&3 =D

Panel Ozellikleri Pane/ Species

Genislik Uzunluk Yogunluk
Width cm Length M Intensity kg/m?

Panel Ozellikleri Panel Species Panel Yiizeyi Panel Face

Genislik Uzunluk Yogunluk iig Yiizey Dis Yiizey
Width cm Length M Intensity kg/m? Inner Face Outter Face

Panel Yiizeyi Panel Face

i Yiizey Dis Yiizey
Inner Face Outter Face

Kalinik
Thickness mm

Kalinik
Thickness mm

CR-NI 304 / PLYWOOD PLYWOOD
CR-NI 304 / PLYWOOD = PLYWOOD
CR-NI 304 / PLYWOOD = PLYWOOD
CR-NI 304 / PLYWOOD PLYWOOD
CR-NI 304 / PLYWOOD = PLYWOOD

CR-NI 304 / PLYWOOD = PLYWOOD

Kilitli Tip Endiistriyel Soguk Depo Panelleri Lock Type Cold Room Panels
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SERA NAYLON |
SERA NAYLON

AN
(E3)

/4

SERA NAYLON

Panel Yiizeyi Panel Face

I_'\%P/\N www.karsey.com.tr

SERA NAYLON GENEL OZELLIKLERI

1.Iki yiizeyi de sera naylon yiizeyle kaplidir

2.PUR 42 kg /m3 yogunlugunda politretan képuk dolguludur
3.Erkek ve disi formlar sayesinde birbirine gegmektedir
4.Duvardan duvara kadar tek parga uretilebilmektedir

5.Eni 111 cm, boyu 5 m ile 13.5 m arasinda tretilmektedir.

GREENHOUSE NYLON GENERAL FEATURES

‘Both surfaces are covered with sera nylon surface

‘PUR 42 kg / m3 density polyurethane foam filled

‘Male and female are intertwined owing to the forms

- It can be produced in one piece from wall to Wall

-The width is 111 cm, the length is produced between 5 m and 13.5 m.

42 + 2 Kg/m®
Dansite Poliiiretan

Panel Ozellikleri Panel Species

i¢ Yiizey
Inner Face

Dis Yiizey
Outter Face

Kalinik
Thickness mm

Uzunluk Yogunluk

Genislik
Length M Intensity kg/m*

Width cm

LI

NN

Soguk hava depolarinda beton alti zemin izolasyonu igin serilen 28-32 kg/m3 yogunlukta
strafor yerine; Karsey Endustri tarafindan gelistirilen, depo eni kadar tek parca 42 kg/m3 yogunlukta cift
tarafi naylon kaplamali zemin izolasyon paneli kullanilabilir.

- LIVAPAN zemin izolasyon paneli, 111 cm eninde
depo blcusiuine gore 6zel Uretilmektedir.

- Yogunlugu 40/42 kg/m3 oldugundan, izolasyon
olarak daha basarihdir.

- Yogunlugunun yuUksek olmasi ve tek parcga
uygulanabilmesinden dolayi yillarca depo zemininin
bozulmasinin énliine gecer.

- Disi / Erkek formu sayesinde uygulama kolayligi
saglar ve uygulamadan sonra duzgin bir zemin
olusturulur.

- Disi / Erkek formu sayesinde ek yerlerinde tam
izolasyon saglanmaktadir

- Cift taraf naylon kaplamali Uretildiginden
uygulamadan once ve sonra tekrar naylon
serilmesine gerek kalmamaktadir.

- Istege bagli eksantrik kilit mekanizmali
uretilebilmektedir.

- LIVAPAN floor insulation panel is specially
produced according to the warehouse size with a
width of 111 cm.

- Since its density is 40/42 kg/m3, it is more
successful as insulation.

- Since it has a high density and can be applied in one
piece, it prevents the warehouse floor from
deteriorating for years.

- Owing to female-male form, it provides ease of
application and a smooth surface is created after
application.

- Owing to female-male form, full insulation is
provided at the joints

- Since itis produced with double-sided nylon coating,
there is no need to re-lay nylon before and after using
- Can be produced with optional eccentric locking
mechanism.

-

ﬂa%‘a -
%MAN, EFOR

IS| ve PARA

SERA NAYLON SERA NAYLON
SERA NAYLON SERA NAYLON

KAYBETMEYIN

SERA NAYLON SERA NAYLON

SERA NAYLON SERA NAYLON

SERA NAYLON

SERA NAYLON

SERA NAYLON

SERA NAYLON

» 60 x 120 cm dlgulerinde Uretilebilen strafor, parga par¢a olmasindan
dolay! uygulama esnasinda ¢ok ekli olmaktadir. Bu nedenle izolasyon
problemiolugsmaktadir.

» 28-32 kg/m3 yogunlukta olmasindan dolayr zemin igin yeterli
izolasyonu saglayamamaktadir. Bu nedenle uygulamada cift kat
sasirtmali olarak serilme zorunlulugu vardir.

» Yogunlugunun az olmasindan dolaylr zeminde zaman iginde
cokmelere sebebiyet vermektedir.

» Styrofoam, which can be produced in 60 x 120 cm dimensions, is very
jointed during application because it is in pieces. Therefore, an isolation
problem occurs.

» Due to its density of 28-32 kg/m3, it cannot provide sufficient insulation
for the floor. For this reason, in practice, it is necessary to lay double
layers in a staggered manner.

» Due toits low density, it causes collapse on the ground over time.
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. TUM
SURGULU KAPI
MODELLERIMiZDE
UYGULANABILIR

USABLE ON
EVERY OURS
SLIDING DOORS

-Avug ici kontrol ve uzaktan kumanda
-Elektrik kesintilerinde manuel agilip- kapanma
-Agik unutulma durumunda otomatik kapanma 6zelligi

-Hafif endiistriyel ve agir endiistriyel kapilar icin iki farkli ergonomik tasarim
-Hareket aninda kapi arasina sikismalara kargi emniyet sistemi

-Hareket aninda sesli ve 1sikli uyari sistemi
-Opsiyonel hareket sensorlii kontrol 6zelligi
-Opsiyonel sifreli panel ile kontrol 6zelligi

-Palm control and remote control
-Manual opening and closing in case of power outages
-Automatic shut-off feature in case of being forgotten

-Two different ergonomic designs for light industrial and heavy industrial doors
-Safety system against getting stuck between the door during movement

YERLI

URETIM

-Sound and light waming system in case of movement
-Optional motion sensor control feature
-Control feature with optional password panel

4

ISl BUHAR MEKANIK KiMYASAL
DAYANIMI DAYANIMI DIiRENiM DAYANIM

TEMPERATURE VAPOUR MECHANICAL CHEMICAL
STRENGTH RESISTANCE RESISTANCE STABILITY

<Se> C€ 150 WE&R

www.ka rsey.com.tr



» Komple Aliminyum gévde

» Yangina ve elektrik kagaklarina
karsi ¢ift emniyet sistemli

» Yakit tiketimini minimum seviyeye
dusurecek termostat kontrolll

» i¢ yapisi tamamen yanmaz kablodan
imal edilmis.

Completely aluminum body
Double safety system against fire and electrical leaks

Thermostat controlled to minimize fuel consumption i E
Its internal structure is made entirely of fireproof cable ’ ]
| I .'
* Kapi Sabit Kasasinda ve Hareketli Kanatta kablo rezistans kullanimina || ™

* Kapi gecis noktasi beton- fayans kirilarak yagl esik rezistansi kullanimina
* Kablo rezistans patlamalarindan dolayi olusan

elektrik kacaklarina ve elektrik carpilmalarina

* Rezistanslardaki deformasyondan kaynakl

kapi etrafindaki buzlanmalara ve fitil yirtiimalarina

Door transition point concrete-tile is broken and oily threshold resistance is used,
Electrical leaks and electric shocks caused by cable resistance explosions,
Put an end to icing around the door and wick tearing caused by deformation in the res:stanoes

END FOR : Use of cable resistance in the door fixed frame and movable wing, ”’
1‘

666 A\ gﬁoo

O (IRAN
ISI BUHAR MEKANIiK KiMYASAL

DAYANIMI DAYANIMI DIiRENIM DAYANIM

TEMPERATURE VAPOUR MECHANICAL CHEMICAL
STRENGTH RESISTANCE RESISTANCE STABILITY

aiml <S> (€ 150 WGER

www.karsey.com.tr
KARSEY HEAT PUMP I o M PASI
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® | MRk-P Y MR-P-E ] ¢
. .

MENTESELI ESIKSIZ - MENTESELI

- 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u) - 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)

P Elektrostatik firln boyali, koruyucu film kapli sac Elektrostatik firn boyali, koruyucu film kapli sac
SOGUK ODA KAPISI kullaniimaktadir. Opsiyonel olarak CR-NI 304 kullaniimaktadir. Opsiyonel olarak CR-NI 304 SOGUK ODA KAPISI
paslanmaz , PVC kaplama ve RENKLI sac tercih paslanmaz , PVC kaplama ve RENKLI sac tercih
i edilebilir. edilebilir. i
PI'ASTIK KASA -4 Kése PVC Sabit Kasa (Hijyenik 6zel PVC profil) - 3Kbse PVC Sabit Kasa (Hijyenik 6zel PVC profil) PI'ASTIK KASA
- Hareketli kanat cercevesinde eloksalli aliminyum - Hareketli kanat cercevesinde eloksalli aliminyum
profiller. profiller.
- Yikselen mentese tasarimi (10 mm) - Yikselen mentese tasarimi (10 mm)
- Hareketli kanadin dort tarafinda tek sira conta - Hareketli kanadin g tarafinda tek sira conta, alt
- Istege bagh tim kapi modellerimize Gézetleme kenarinda esiksiz kapilar icin tasarlanmis 6zel
Cami eklenebilmektedir. tasarim conta
- Tamamen kompozit plastik kapi aksesuarlari - Istege bagl tim kapi modellerimize Gézetleme
kullaniimaktadir. Cami eklenebilmektedir.
- Istege bagh tim kapi modellerimiz de Gémme- - Tamamen kompozit plastik kapi aksesuarlari
Distan Ve Sifreli Kilit Sistemi kullaniimaktadir. kullaniimaktadir.
- istege bagh tim kapi modellerimiz de CR-NI 304 - istege bagli tim kapi modellerimiz de Gémme-
paslanmaz Etek saci Distan Ve Sifreli Kilit Sistemi kullaniimaktadir.
(Tekmelik) kullaniimaktadir. - Istege bagh tim kapi modellerimiz de CR-NI 304
- Mikemmel izolasyonun yani sira dayanikli ve kolay paslanmaz Etek saci
kullanimtile kullanicilarin bedenisini kazanmistir. (Tekmelik) kullaniimaktadir.
- Mikemmel izolasyonun yani sira dayanikli ve kolay

kullanimrile kullanicilarin bedenisini kazanmigtir.

- 0.6mm thick galvanized RAL9002 (25u) Electrostatic oven painted,

protective film covered sheet is used. Optionally, CR-NI 304
-0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted, Strzlfglr‘zj’ RVC coating! and COLORED! shest  metal’ can be
protective film covered sheet is used. Optionally, CR-NI 304 p :
;trz;r;l;:;, PVC coating and COLORED sheet metal can be - 3 Corner PVC Fixed Case (Hygienic special PVC profile)

- Anodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm)

- Single row seal on three sides of the movable wing, specially
designed seal on the lower edge designed for doors without
thresholds

- Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used.

- Mortise-External and Combination Locking Systems are used in all

-4 Corner PVC Fixed Case (Hygienic special PVC profile)
-Anodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm)

- Single row seal on four sides of moving wing

- Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used.

- Mortise-External and Combination Locking Systems are used in all
ouroptional door models.

, , , . ) ouroptional door models.
° IR S0 cienilizes Shdi sl ($hin Cuen) 65 used i el v ? CRINI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models. optional door models.

- In addition to its excellent insulation, it has won the appreciation of

s ABiT K AS A users for its durability and easy use.
ESiK

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.

L L \ 00 ()
= 0”6
6% C € I1SO W/R C € I=0 W/R &
fa N = , N
MEKANIK SU EMME ISI BUHAR
MEKANiIK SU EMME 1S BUHAR HINGED PLASTIC FRAME DOOR HINGED PLASTIC FRAME - WITHOUT THRESHOLD DOOR DiRENiM DiRENCI YALITIMI DAYANIMI
DiRENiM DIiRENCi YALITIMI DAYANIMI MECHANICAL WATER HEAT VAPOUR
RESISTANCE ABSORPTION RESISTANCE RESISTANCE

MECHANICAL
RESISTANCE

VAPOUR
RESISTANCE

MENTESELI KAPI - PLASTIK KASA ESIKSIZ - MENTESELI KAPI - PLASTIK KASA

WATER HEAT
ABSORPTION RESISTANCE

Kanat Kalinligi Sac Yapisi Rezistans Sabit Kasa Esik Sabit Kasa Gzelligi Kanat Kalinligi Sac Yapisi Rezistans Sabit Kasa Esik Sabit Kasa Ozelligi 3%)00
e. [ 08 NORN i
A MK -P - 002 80 - 100 Dz FLAT PLASTIK MK - P - E002 80- 100 DUz FLAT PLASTIK =] === STABIL KIMYASAL
1S SES "STApiI,. KiMYASAL DAYANIMI YALITIMI OLcULU DAYANIM
DAYANIMI YALITIMI OLCULU DAYANIM TEMPERATURE SOUND DIMENSIONAL CHEMICAL

INSULATION STABILITY STABILITY

SHEVIEAL MK -P-001 100 - 120 - 140 Dz FLAT PLASTIK MK - P - E001 100 - 120 - 140 DUz FLAT PLASTIK SITENGT
STABILITY

TEMPERATURE
STRENGTH

DIMENSIONAL
STABILITY

SOUND
INSULATION
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_MENTESELI
SOGUK ODA KAPISI

ALUM. PLASTIK KASA

SABIT KASA
ESiK

A B B
v

MEKANIK SU EMME Is| BUHAR

DiRENIM DIRENCI YALITIMI DAYANIMI

MECHANICAL
RESISTANCE

VAPOUR
RESISTANCE

WATER HEAT
ABSORPTION RESISTANCE
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- 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u)
Elektrostatik firln boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304
paslanmaz , PVC kaplama ve RENKLI sac tercih
edilebilir.
- 4 koése Aliminyum+PVC Kasa (Hijyenik 6zel PVC
profil) Sabit Kanat
- Hareketli kanat cercevesinde eloksalli aliminyum
profiller.
- Yikselen mentese tasarimi (10 mm)
- Hareketli kanadin dért tarafinda tek sira conta
- Istege bagh tim kapi modellerimize Gézetleme
Cami eklenebilmektedir.
- Tamamen kompozit plastik kapi aksesuarlari
kullaniimaktadir.
- istege bagli tim kapi modellerimiz de Gémme-
Distan Ve Sifreli Kilit Sistemi kullaniimaktadir.
- istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci

(Tekmelik) kullaniimaktadir.
- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimrile kullanicilarin bedenisini kazanmistir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

- 4 corner Aluminum+PVC Case (Hygienic special PVC profile)
Fixed Wing

-Anodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm)

- Single row seal on four sides of moving wing

- Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used.

- Mortise-External and Combination Locking Systems are used in all
ouroptional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.

Q) <S> (€ 150 WER

HINGED ALUMINUM/PLASTIC FRAME DOOR
MENTESELI KAPI - ALUMINYUM/PLASTIK KASA

Kanat Kalinuig:

e
: : MK - AP - 002 80-100
isi SES STABIL KIMYASAL
DAYANIMI YALITIMI OLCULU DAYANIM
TEMPERATURE DIMENSIONAL CHEMICAL MK - AP - 001 100 - 120 - 140

SOUND
STRENGTH INSULATION STABILITY STABILITY

Sac Yapisi

Rezistans Sabit Kasa Esik

Dz FLAT & ALUMINYUM-PLASTIK

Dz FLAT (v] ALUMiNYUM-PLASTIK

LANDCDR

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)
Elektrostatik firn boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304
paslanmaz , PVC kaplama ve RENKLI sac tercih
edilebilir.
- 3 Kése Aliminyum + PVC(Hijyenik 6zel PVC profil)
Sabitkasa
- Hareketli kanat gergevesinde eloksalli aliminyum
profiller.
- Yikselen mentese tasarimi (10 mm)
- Hareketli kanadin U¢ tarafinda tek sira conta, alt
kenarinda esiksiz kapilar icin tasarlanmis 6zel
tasarim conta
- Istege bagl tim kapi modellerimize Gézetleme
Cami eklenebilmektedir.
- Tamamen kompozit plastik kapi aksesuarlari
kullaniimaktadir.
- istege bagli tim kapi modellerimiz de Gémme-
Distan Ve Sifreli Kilit Sistemi kullaniimaktadir.
- istege bagl tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci

(Tekmelik) kullaniimaktadir.
- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimrile kullanicilarin bedenisini kazanmistir.

- 0.6mm thick galvanized RAL9002 (25u) Electrostatic oven painted,

protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

- 3 Corner Aluminum + PVC (Hygienic special PVC profile) Fixed
frame

- Anodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm)

- Single row seal on three sides of the movable wing, specially
designed seal on the lower edge designed for doors without
thresholds

- Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used.

- Mortise-External and Combination Locking Systems are used in all
ouroptional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.

SEm <S> (€ 150 WGER

HINGED ALUMINUM/PLASTIC FRAME - WITHOUT THRESHOLD DOOR
ESIKSiZ - MENTESELI KAPI - ALUMINYUM/PLASTIK KASA

NKERSEY

ENDUSTRI

Soguk Oda Kapi Sistemleri
Cold Room Door Systems

. MK-AP-E

ESIKSIZ - MENTESELI
SOGUK ODA KAPISI

ALUM. PLASTIK KASA
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MEKANIK SU EMME ISI BUHAR
DIiRENIM DIiRENCI YALITIMI DAYANIMI

MECHANICAL
RESISTANCE

VAPOUR
RESISTANCE

WATER HEAT
ABSORPTION RESISTANCE

Sabit Kasa Ozelligi

Kanat Kalinuigi Sac Yapisi

MK - AP - E002 80-100 DUZ FLAT

MK - AP - E001 100 - 120 - 140 DUz FLAT

Sabit Kasa Ozelligi ' : 3%)00
iiMi " i IS1 SES STABIL, KiMYASAL
ALUMINYUM_PLASTIK DAYANIMI YALITIMI OLCULY DAYANIM
TEMPERATURE SOUND DIMENSIONAL CHEMICAL
Aluuluyum_pus'nx STRENGTH INSULATION STABILITY STABILITY
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. | _ WMK-sP WMK-SP-E

. | L d
MENTE§ELI 0.5 kalinhgind Ivaniz kapli RAL9002 (25u) 0.5 kalinhgind Ivaniz kapli RAL9002 (25p) E§IKSIZ ’ MENTE§ELI
= - 0.5mm kalinhginda galvaniz kaplh U - 0.5mm kalinhginda galvaniz kapl y =
SOGUK ODA KAPISI * Elektrostatik firin boyali, koruyucu film kapli sac Elektrostatik firin boyali, koruyucu film kapli sac * SOGUK ODA KAPISI

kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz , kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
o PVC kaplama ve RENKLI sac tercih edilebilir. PVC kaplama ve RENKLI sac tercih edilebilir. o
G|FT KANAT -4 Kése PVC Sabit Kasa (Hijyenik 6zel PVC profil) -3Kése PVC Sabit Kasa (Hijyenik 6zel PVC profil) G|FT KANAT
- 2 x Hareketli kanat cercevesinde eloksalli aliminyum - 2 x Hareketli kanat gergcevesinde eloksalli aliminyum
N profiller. profiller. .
PLASTIK KASA - Yiikselen mentese tasarimi (10 mm) - Yiikselen mentese tasarimi (10mm) PLASTIK KASA
- 2 x Hareketli kanadin dort tarafinda CIF T sira conta - 2 x Hareketli kanadin g tarafinda CIFT sira conta, alt
- istege bagh tiim kapi modellerimize 2 x G6zetleme Cami kenarinda esiksiz kapilar igin tasarlanmis 6zel tasarim
eklenebilmektedir. conta
- Tamamen kompozit plastik kapi aksesuarlari - istege bagl tim kapi modellerimize 2 x Gézetleme Cami
’7 kullaniimaktadir. eklenebilmektedir.

- Istege bagli tim kapi modellerimiz de Gémme- Distan Ve - Tamamen kompozit plastik kapi aksesuarlari
Sifreli Kilit Sistemi kullaniimaktadir. kullaniimaktadir.
- Istege bagli tim kapi modellerimiz de 2 x CR-NI 304 - istege bagli tim kapi modellerimiz de Gmme- Distan Ve
paslanmaz Etek saci (Tekmelik) kullaniimaktadir. Sifreli Kilit Sistemi kullaniimaktadir.
- Mikemmel izolasyonun yani sira dayanikli ve kolay - Istege bagli tim kapi modellerimiz de 2 x CR-NI 304
kullanimiile kullanicilarin bedenisini kazanmistir. paslanmaz Etek saci (Tekmelik) kullaniimaktadir.
- Intiyag durumuna gére kanatlardan bir tanesi Kilitli - Mukemmel izolasyonun yani sira dayanikh ve kolay
tutulabilir. kullanimiile kullanicilarin begenisini kazanmistir.

- Intiyag durumuna gére kanatlardan bir tanesi kilitli

tutulabilir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted, - 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted
rotective film covered sheet is used. Optionally, CR-NI 304 ; y . ; y

gtainless PVC coating and COLORED sheetmetal;can bey preferred. proltect/ve film covgred sheet is used. Optionally, CR-NI 304

¢ ’ o . . stainless, PVC coating and COLORED sheet metal can be preferred.

-4 Corner PVC Fixed Case (Hygienic special PVC profile) -3 Corner PVC Fixed Case (Hygienic special PVC profile)

- 2 xAnodized aluminum profiles on movable wing frame. - 2 X Anodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm) - Rising hinge design (10 mm)

2 BOUBLEIoWnsealsoiotSidesionoyableiwig -2x DOUBLE row of seals on four sides of movable wing

=2uSigliiCikeseanipenieivalieuepianzicnrtinells - 2 x Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used. - Completely composite plastic door accessories are used.

it deaiandeaniatenlicelingbiscsEietisedia oty - Mortise-External and Combination Locking Systems are used in all our

optional door models. i

: ) . ) ) ; ptional door models.
- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional - CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
Hoenes doormodels.

- In addition to its excellent insulation, it has won the appreciation of

SABiT KASA users for its durability and easy use.
ESiK

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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Soguk Oda Kapi Sistemleri |_|\/\D@ R www.karsey.com.tr Ll\/\D 2R Soguk Oda Kapi Sistemleri

@ Cold Room Door Systems Cold Room Door Systems °

WMR-SAP WMK-SAP-E

. —— |
_MENTESELI ESIKSIZ - MENTESELI :
SOGUK ODA KAPISI SOGUK ODA KAPISI

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p) - 0.5mm kalinhginda galvaniz kapli RAL9002 (25u)
Elektrostatik firin boyali, koruyucu film kapli sac Elektrostatik firin boyali, koruyucu film kapli sac

kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz , kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
o PVC kaplama ve RENKLI sac tercih edilebilir. PVC kaplama ve RENKLI sac tercih edilebilir. o
G|FT KANAT - 4 kése Aluminyum+PVC Kasa (Hijyenik 6zel PVC profil) - 3 Kose Aluminyum + PVC(Hijyenik ¢zel PVC profil) Sabit G|FT KANAT
Sabit Kanat. kasa
o o - 2 x Hareketli kanat cergevesinde eloksalli aliminyum - 2 x Hareketli kanat cergevesinde eloksalli aliminyum o .
ALUM.-PLASTIK KASA profler. profller. ALUM.-PLASTIK KASA

- Yikselen mentese tasarimi (10 mm) - Yikselen mentese tasarimi (10 mm)
- 2 x Hareketli kanadin dért tarafinda CIF T sira conta - 2 x Hareketli kanadin ig tarafinda CIFT sira conta, alt
- istege bagl tim kapi modellerimize 2 x Gézetleme Cami kenarinda esiksiz kapilar i¢in tasarlanmis 6zel tasarim
eklenebilmektedir. conta
- Tamamen kompozit plastik kapi aksesuarlari - Istege bagh tim kapi modellerimize 2 x Gézetleme Cami
kullaniimaktadir. eklenebilmektedir.
- istege bagli tim kapi modellerimiz de Gémme- Distan Ve - Tamamen kompozit plastik kapi aksesuarlari
Sifreli Kilit Sistemi kullaniimaktadir. kullaniimaktadir.
- Istege bagl tim kapi modellerimiz de 2 x CR-NI 304 - istege bagli tim kapi modellerimiz de G&mme- Distan Ve
paslanmaz Etek saci (Tekmelik) kullaniimaktadir. Sifreli Kilit Sistemi kullaniimaktadir.
- Mukemmel izolasyonun yani sira dayanikli ve kolay - Istege bagli tiim kapi modellerimiz de 2 x CR-NI 304
kullanimiile kullanicilarin begenisini kazanmistir. paslanmaz Etek saci (Tekmelik) kullaniimaktadir.
- Intiyag durumuna gére kanatlardan bir tanesi Kkilitli - Mukemmel izolasyonun yani sira dayanikh ve kolay
tutulabilir. kullanimrile kullanicilarin begenisini kazanmistir.

- ihtiyag durumuna gére kanatlardan bir tanesi kilitli

tutulabilir

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,

protective film covered sheet is used. Optionally, CR-NI 304 - 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
stainless, PVC coating and COLORED sheet metal can be preferred. protective film covered sheet is used. Optionally, CR-NI 304
- 4 corner Aluminum+PVC Case (Hygienic special PVC profile) Fixed stainless, PVC coating and COLORED sheet metal can be preferred.
Wing -3 CornerAluminum + PVC (Hygienic special PVC profile) Fixed frame

- 2 xAnodized aluminum profiles on movable wing frame. - 2 xAnodized aluminum profiles on movable wing frame.

- Rising hinge design (10 mm) - Rising hinge design (10 mm)

- 2x DOUBLE row of seals on four sides of movable wing -2 x DOUBLE row of seals on four sides of movable wing

- 2 x Sight Glass can be added to all our optional door models. - 2 x Sight Glass can be added to all our optional door models.

- Completely composite plastic door accessories are used. - Completely composite plastic door accessories are used.

- Mortise-External and Combination Locking Systems are used in all our - Mortise-External and Combination Locking Systems are used in all our
optional door models. optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional - CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
door models. doormodels.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.

° - In addition to its excellent insulation, it has won the appreciation of
SABlT KASA users for its durability and easy use.
o
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M-MRk-P M-MR-P-E

_MENTESELI ESIKSIZ - MENTESELI
SOGUK ODA KAPISI SOGUK ODA KAPISI

- Monoray hattinin gegis yolunun c¢evresi CR-NI 304 - Monoray hattinin gecis yolunun c¢evresi CR-NI 304

paslanmaz sacile kaplanmaktadir. paslanmaz sac ile kaplanmaktadir.
j— - 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u) - 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u)
MONORAY Elektrostatik firin boyali, koruyucu film kapli sac Elektrostatik firin boyali, koruyucu film kapli sac MONORAY
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz , kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir. PVC kaplama ve RENKLI sac tercih edilebilir.
. -4 Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil) - 3Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil) .
PLASTIK KASA - Hareketli kanat gcergevesinde eloksalli aliminyum profiller. - Hareketli kanat gergevesinde eloksalli aliminyum profiller. PLASTlK KASA
- Yikselen mentese tasarimi (10 mm) - Yikselen mentese tasarimi (10 mm)
- Hareketli kanadin dért tarafinda tek sira conta - Hareketli kanadin ¢ tarafinda tek sira conta, alt
- istege baglh tim kapi modellerimize Gézetleme Cami kenarinda esiksiz kapilar i¢in tasarlanmis 6zel tasarim
eklenebilmektedir. conta
- Tamamen kompozit plastik kapi aksesuarlari - Istege bagl tiim kapi modellerimize Gézetleme Cami
kullaniimaktadir. eklenebilmektedir.
- istege bagli tim kapi modellerimiz de Gémme- Distan Ve - Tamamen kompozit plastik kapi aksesuarlari
Sifreli Kilit Sistemi kullaniimaktadir. kullaniimaktadir.
- Istege bagl tiim kapi modellerimiz de CR-NI 304 - istege bagli tim kapi modellerimiz de G&mme- Distan Ve
paslanmaz Etek saci (Tekmelik) kullaniimaktadir. Sifreli Kilit Sistemi kullaniimaktadir.
- Mukemmel izolasyonun yani sira dayanikli ve kolay - istege bagh tim kapi modellerimiz de CR-NI 304
kullanimiile kullanicilarin begenisini kazanmistir. paslanmaz Etek saci
- (Tekmelik) kullaniimaktadir.
- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- The perimeter of the passageway of the monorail line is covered
with CR-NI 304 stainless sheet.

- The perimeter of the passageway of the monorail line is covered - 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
with CR-NI 304 stainless sheet. protective film covered sheet is used. Optionally, CR-NI 304
- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted, stainless, PVC coating and COLORED sheet metal can be
protective film covered sheet is used. Optionally, CR-NI 304 preferred.
stainless, PVC coating and COLORED sheet metal can be -3 Corner PVC Fixed Case (Hygienic special PVC profile)
preferred. -Anodized aluminum profiles on movable wing frame.
-4 Corner PVC Fixed Case (Hygienic special PVC profile) - Rising hinge design (10 mm)
-Anodized aluminum profiles on movable wing frame. - Single row seal on three sides of the movable wing, specially
- Rising hinge design (10 mm) designed seal on the lower edge designed for doors without
- Single row seal on four sides of moving wing thresholds
- Sight Glass can be added to all our optional door models. - Sight Glass can be added to all our optional door models.
- Completely composite plastic door accessories are used. - Completely composite plastic door accessories are used.
- Mortise-External and Combination Locking Systems are used in all - Mortise-External and Combination Locking Systems are used in
our optional door models. all our optional door models.
- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our - CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models. optional door models.

. - In addition to its excellent insulation, it has won the appreciation of - In addition to its excellent insulation, it has won the appreciation of

SAB |T KASA users for its durability and easy use. users for its durability and easy use.

ESiK

L L \ 00 ()
= 0”6
6% C € I1SO W/R C € I=0 W/R &
fa N = , N
MEKANIK SU EMME ISI BUHAR
MEKANiIK SU EMME 1S BUHAR MONORAIL - HINGED PLASTIC FRAME DOOR MONORAIL - HINGED PLASTIC FRAME - WITHOUT THRESHOLD DOOR DiRENiM DiRENCI YALITIMI DAYANIMI
DiRENiM DIiRENCi YALITIMI DAYANIMI MECHANICAL WATER HEAT VAPOUR
RESISTANCE ABSORPTION RESISTANCE RESISTANCE

MECHANICAL
RESISTANCE

VAPOUR
RESISTANCE

MONORAY - MENTESELI KAPI - PLASTIK KASA MONORAY - ESIKSIiZ - MENTESELI KAPI - PLASTIK KASA

WATER HEAT
ABSORPTION RESISTANCE

Kanat Kalinligi Sac Yapisi Rezistans Sabit Kasa Esik Sabit Kasa Gzelligi Kanat Kalinligi Sac Yapisi Rezistans Sabit Kasa Esik Sabit Kasa Ozelligi 3%)00
e. [ 08 NORN i
A M-MK - P - 002 80 - 100 Dz FLAT PLASTIK M-MK - P - E002 80- 100 DUz FLAT PLASTIK ISl === STABIL KIMYASAL
1S SES "STApiI,. KiMYASAL DAYANIMI YALITIMI OLcULU DAYANIM
DAYANIMI YALITIMI OLCULU DAYANIM TEMPERATURE SOUND DIMENSIONAL CHEMICAL

INSULATION STABILITY STABILITY

SHEVIEAL M-MK - P- 001 100 - 120 - 140 Dz FLAT PLASTIK M-MK - P - E001 100 - 120 - 140 DUz FLAT PLASTIK SITENGT
STABILITY

TEMPERATURE
STRENGTH

DIMENSIONAL
STABILITY

SOUND
INSULATION



NKERSEY NKERSEY

ENDUSTRI ENDUSTRI

Soguk Oda Kapi Sistemleri |_|\/\':)@ R www.karsey.com.tr Ll\/\D 2R Soguk Oda Kapi Sistemleri

® Cold Room Door Systems Cold Room Door Systems ®

.\ M-MK-AP M-MK-AP-E |

_MENTESELI ESIKSIZ - MENTESELI
SOGUK ODA KAPISI SOGUK ODA KAPISI

| ¥

- Monoray hattinin gegis yolunun c¢evresi CR-NI 304 - Monoray hattinin gecis yolunun c¢evresi CR-NI 304

. paslanmaz sacile kaplanmaktadir. paslanmaz sac ile kaplanmaktadir. .
- 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u) - 0.5mm kalinhdinda galvaniz kapli RAL9002 (25u)
. Elektrostatik firin boyali, koruyucu film kapli sac Elektrostatik firin boyali, koruyucu film kapli sac .
MONORAY kullanilmaktadir. Opsiyonel olarak CR-NI 304 paslanmaz , kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz , MONORAY
PVC kaplama ve RENKLI sac tercih edilebilir. PVC kaplama ve RENKLI sac tercih edilebilir.
” . - 4 kdse Aliminyum+PVC Kasa (Hijyenik 6zel PVC profil) - 3 Kése Aliminyum + PVC(Hijyenik 6zel PVC profil) Sabit " .
Sabit Kanat kasa
AI'UM‘ PI'ASTIK KASA - Hareketli kanat gergevesinde eloksalli aliminyum profiller. - Sabit kasa Uc¢ tarafinda, hareketli kanat alt tarafinda AI'UM' PI'ASTIK KASA
i - Yikselen mentese tasarimi (10 mm) rezistansli, kolay sékulup takilabilen rezistans kapaklari. |
| - Hareketli kanadin dért tarafinda tek sira conta - Hareketli kanat gcergevesinde eloksalli aliminyum profiller. |
- Istege bagh tim kapi modellerimize Gézetleme Cami - Yukselen mentese tasarimi (10 mm)
| eklenebilmektedir. - Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda |

- Tamamen kompozit plastik kapi aksesuarlari esiksiz kapilarigin tasarlanmig 6zel tasarim conta

kullanilmaktadir. - Istege bagl tim kapi modellerimize Gézetleme Cami

- Istege bagli tim kapi modellerimiz de G&mme- Distan Ve eklenebilmektedir.

Sifreli Kilit Sistemi kullaniimaktadir. - Tamamen kompozit plastik kapi aksesuarlari

- istege bagh tim kapi modellerimiz de CR-NI 304 kullaniimaktadir.

paslanmaz Etek saci - Istege bagli tim kapi modellerimiz de Gémme- Distan Ve

- (Tekmelik) kullaniimaktadir. Sifreli Kilit Sistemi kullaniimaktadir.

- Mikemmel izolasyonun yani sira dayanikli ve kolay - Istege bagli tiim kapi modellerimiz de CR-NI 304

kullanimrile kullanicilarin begenisini kazanmistir. paslanmaz Etek saci
- (Tekmelik) kullaniimaktadir.
- Mukemmel izolasyonun yani sira dayanikh ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- The perimeter of the passageway of the monorail line is

- The perimeter of the passageway of the monorail line is covered with covered with CR-NI 304 stainless sheet.

CR-NI 304 stainless sheet. - 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted, stainless, PVC coating and COLORED sheet metal can be preferred.

protective film covered sheet is used. Optionally, CR-NI 304 -3 CornerAluminum + PVC (Hygienic special PVC profile) Fixed frame

stainless, PVC coating and COLORED sheet metal can be preferred. -Anodized aluminum profiles on movable wing frame.

- 4 corner Aluminum+PVC Case (Hygienic special PVC profile) Fixed - Rising hinge design (10 mm)

Wing - Single row seal on three sides of the movable wing,

-Anodized aluminum profiles on movable wing frame. specially designed seal on the lower edge designed for doors without

- Rising hinge design (10 mm) thresholds

- Single row seal on four sides of moving wing - Sight Glass can be added to all our optional door models.

- Sight Glass can be added to all our optional door models. - Completely composite plastic door accessories are used.

- Completely composite plastic door accessories are used. - Mortise-External and Combination Locking Systems are

- Mortise-External and Combination Locking Systems are used in all our used in all our optional door models.

optional door models. - CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional our optional door models.

doormodels. - In addition to its excellent insulation, it has won the

o - In addition to its excellent insulation, it has won the appreciation of appreciation of users for its durability and easy use.
SAB |T KASA users for its durability and easy use.
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- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen KOMPOZIT PLASTIK kapi aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin Ui¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilaricin tasarlanmis 6zel tasarim conta

- 3Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil)

- Hareketli kanat gcergevesinde eloksalli aliminyum profiller
- Saga ve sola aclilir olarak imal edilebilir.

- Istege bagh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagl tiim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mukemmel izolasyonun yani sira dayanikli ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be preferred.

- Completely COMPOSITE PLASTIC door accessories,

- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

- DOUBLE row of seals on three sides of the movable leaf, specially
designed seal on the lower edge designed for doors without thresholds
-3 Corner PVC Fixed Case (Hygienic special PVC profile)

-Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

-Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
door models.

KOMPOZIT - In addition to its excellent insulation, it has won the appreciation of

users for its durability and easy use.
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- 0.5mm kalinhginda galvaniz kapli RAL9002 (25u)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen INOX (CR-NI 304 paslanmaz) kapi
aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmig 6zel tasarim conta

- 3Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil)

- Hareketli kanat gergevesinde eloksalli aliminyum profiller
- Saga ve sola agllir olarak imal edilebilir.

- Istege bagh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mukemmel izolasyonun yani sira dayanikh ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be preferred.

- Completely INOX (CR-NI 304 stainless) door accessories,

- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

- DOUBLE row of seals on three sides of the movable leaf, specially
designed seal on the lower edge designed for doors without thresholds
-3 Corner PVC Fixed Case (Hygienic special PVC profile)

-Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

- Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
door models.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen KOMPOZIT PLASTIK kapi aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin G tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmis 6zel tasarim conta

- 3 Kése ALUMINYUM+PVC Sabit Kasa (Hijyenik 6zel PVC
profil)

- Hareketli kanat cergevesinde eloksalli aliminyum profiller
- Saga ve sola aglilir olarak imal edilebilir.

- Istege baglh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagl tiim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be preferred.

- Completely COMPOSITE PLASTIC door accessories,

-Carrier rail, wheels, handles and necessary accessories are composite
material and stainless steel.

- DOUBLE row of seals on three sides of the movable leaf, specially
designed seal on the lower edge designed for doors without thresholds

- 3 Corner Aluminum + PVC (Hygienic special PVC profile) Fixed frame

- Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

- Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
doormodels.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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- 0.5mm kalinhginda galvaniz kapli RAL9002 (25u)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen INOX (CR-NI 304 paslanmaz) kapi
aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmis 6zel tasarim conta

-3 Kése ALUMINYUM+PVC Sabit Kasa (Hijyenik 6zel PVC
profil)

- Hareketli kanat ¢cergevesinde eloksalli aliminyum profiller
- Saga ve sola agllir olarak imal edilebilir.

- Istege bagh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mukemmel izolasyonun yani sira dayanikh ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be preferred.

- Completely INOX (CR-NI 304 stainless) door accessories,

- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

- DOUBLE row of seals on three sides of the movable leaf, specially
designed seal on the lower edge designed for doors without thresholds

- 3 Corner Aluminum + PVC (Hygienic special PVC profile) Fixed frame

- Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

- Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
door models.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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KOMPOZIT
AKSESUAR

- Ray aski sisteminde CR-NI 304 paslanmaz profil
kullaniimaktadir.

- Monoray hattinin gegis yolunun gevresi CR-NI 304
paslanmaz sac ile kaplanmaktadir.

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen KOMPOZIT PLASTIK kapi aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmis 6zel tasarim conta

- 3Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil)

- Hareketli kanat cergevesinde eloksalli aliminyum profiller
- Saga ve sola aglilir olarak imal edilebilir.

- Istege baglh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagll tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

-CR-NI 304 stainless profile is used in the rail suspension system.
-The perimeter of the passageway of the monorail line is covered
with CR-NI 304 stainless sheet.

-0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

-Completely COMPOSITE PLASTIC door accessories,

-Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

-Single row seal on three sides of the movable wing, specially
designed seal on the lower edge designed for doors without
thresholds

-3 Corner PVC Fixed Case (Hygienic special PVC profile)

-Anodized aluminum profiles on movable wing frame.

-It can be manufactured as opening to the right or left.

-Sight Glass can be added to all our optional door models.

-Lock System is used in all our optional door models.

‘CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

-In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.

ULU KAPI - PLASTIK KASA VONORAIL - SLIDE - PLASTIC FRAME DOOR

LANDCDR

- Ray aski sisteminde CR-NI 304 paslanmaz profil
kullaniimaktadir.

- Monoray hattinin gegis yolunun gevresi CR-NI 304
paslanmaz sacile kaplanmaktadir.

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25u)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen INOX (CR-NI 304 paslanmaz) kapi
aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmig 6zel tasarim conta

- 3Kose PVC Sabit Kasa (Hijyenik 6zel PVC profil)

- Hareketli kanat gcergevesinde eloksalli altiminyum profiller
- Saga ve sola agllir olarak imal edilebilir.

- Istege bagh tim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

- Mukemmel izolasyonun yani sira dayanikh ve kolay
kullanimiile kullanicilarin begenisini kazanmistir.

- CR-NI 304 stainless profile is used in the rail suspension system.

- The perimeter of the passageway of the monorail line is covered
with CR-NI 304 stainless sheet.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

- Completely INOX (CR-NI 304 stainless) door accessories,

- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

- Single row seal on three sides of the movable wing, specially
designed seal on the lower edge designed for doors without
thresholds

-3 Corner PVC Fixed Case (Hygienic special PVC profile)

- Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

- Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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- Ray aski sisteminde
kullaniimaktadir.

- Monoray hattinin gegis yolunun gevresi CR-NI 304
paslanmaz sac ile kaplanmaktadir.

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25p)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen KOMPOZIT PLASTIK kapi aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin ¢ tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmis 6zel tasarim conta

-3 Kése ALUMINYUM+PVC Sabit Kasa (Hijyenik 6zel PVC
profil)

- Hareketli kanat gcergevesinde eloksalli aliminyum profiller
- Saga ve sola agilir olarak imal edilebilir.

- Istege bagh tiim kapi modellerimize Gézetleme Cami
eklenebilmektedir.

- Istege bagh tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullaniimaktadir.

i - Mukemmel izolasyonun yani sira dayanikli ve kolay
}' kullanimiile kullanicilarin begenisini kazanmistir.

CR-NI 304 paslanmaz profil

- CR-NI 304 stainless profile is used in the rail suspension system.
I - The perimeter of the passageway of the monorail line is covered with
| CR-NI 304 stainless sheet.
- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PV/C coating and COLORED sheet metal can be preferred.
- Completely COMPOSITE PLASTIC door accessories,
- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.
- Single row seal on three sides of the movable wing, specially designed
seal on the lower edge designed for doors without thresholds
- 3 CornerAluminum + PV C (Hygienic special PVC profile) Fixed frame
- Anodized aluminum profiles on movable wing frame.
- Itcan be manufactured as opening to the right or left.
- Sight Glass can be added to all our optional door models.
- Lock System is used in all our optional door models.
- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
door models.
- In addition to its excellent insulation, it has won the appreciation of

KOMPOZIT users for its durability and easy use.
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- Ray aski sisteminde
kullaniimaktadir.

- Monoray hattinin gecis yolunun gevresi CR-NI 304
paslanmaz sacile kaplanmaktadir.

- 0.5mm kalinhginda galvaniz kapli RAL9002 (25u)
Elektrostatik firin boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304 paslanmaz ,
PVC kaplama ve RENKLI sac tercih edilebilir.

- Tamamen INOX (CR-NI 304 paslanmaz) kapi
aksesuarlari,

- Tasiyici ray. takerlekler, tutma kollari ve gerekli
aksesuarlar kompozit malzeme ve paslanmaz celiktir.

- Hareketli kanadin Ug tarafinda tek sira conta, alt kenarinda
esiksiz kapilarigin tasarlanmig 6zel tasarim conta

- 3 Kése ALUMINYUM+PVC Sabit Kasa (Hijyenik 6zel PVC
profil)

- Hareketli kanat ¢cergevesinde eloksalli aliminyum profiller
- Saga ve sola aglilir olarak imal edilebilir.

- Istege bagh tum kapi modellerimize Gozetleme Cami
eklenebilmektedir.

- Istege bagli tim kapi modellerimiz de Kilit Sistemi
kullaniimaktadir.

- Istege bagll tiim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelik) kullanilmaktadir.

- Mukemmel izolasyonun yani sira dayanikh ve kolay
kullanimrile kullanicilarin begenisini kazanmistir.

CR-NI 304 paslanmaz profil

- CR-NI 304 stainless profile is used in the rail suspension system.

- The perimeter of the passageway of the monorail line is covered with
CR-NI 304 stainless sheet.

- 0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be preferred.

- Completely INOX (CR-NI 304 stainless) door accessories,

- Carrier rail, wheels, handles and necessary accessories are
composite material and stainless steel.

- Single row seal on three sides of the movable wing, specially designed
seal on the lower edge designed for doors without thresholds

- 3 CornerAluminum + PV C (Hygienic special PVC profile) Fixed frame

- Anodized aluminum profiles on movable wing frame.

- It can be manufactured as opening to the right or left.

- Sight Glass can be added to all our optional door models.

- Lock System is used in all our optional door models.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our optional
doormodels.

- In addition to its excellent insulation, it has won the appreciation of
users for its durability and easy use.
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TEK KANAT

- Kapi izolasyonu 40 mm kalinliginda CFC
icermeyen [PUR] 42 Kg/m3 yogunlugunda poliiiretan
képuk dolgulu

- 0.5mm kalinliginda galvaniz kapli RAL9002 (25u)
Elektrostatik firln boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304
paslanmaz , PVC kaplama ve RENKLI sac tercih
edilebilir.

- Kanat her iki yénde 180 derece menteseler ile
Uretim yapilmaktadir.

- Hareketli kanadin dért tarafinda tek sira conta

- Istege bagh tim kapi modellerimize Gézetleme
Cami eklenebilmektedir.

-3 Kése ALUMINYUM Sabit Kasa

- Tekmelik ve bel darbesini sénimleyici polietilen kol
mevcuttur

- Tutma kollari ve gerekli aksesuarlar kompozit
malzeme ve paslanmaz celiktir.

- Panele veya insai duvara monte edilebilir.

- Kapi kanadi eloksalli aliminyum profiller 'den imal
edilir.

- istege bagh tim kapi modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelemelik)
kullaniimaktadir.

- Mukemmel izolasyonun yani sira dayanikli ve kolay
kullanimrile kullanicilarin begenisini kazanmistir.

- Door insulation 40 mm thick CFC-free [PUR] 42 Kg/m3 density
polyurethane foam filled

-0.5mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

- The wing is produced with 180 degree hinges in both directions.

- Single row seal on four sides of moving wing

- Sight Glass can be added to all our optional door models.

- 3 CornerALUMINUM Fixed Frame

- Shin guard and waist shock absorbing polyethylene arm are
available

- Handles and necessary accessories are made of composite
material and stainless steel.

- Can be mounted on panel or structural wall.

- Door leafis made of anodized aluminum profiles.

- CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

- In addition to its excellent insulation, it has won the appreciation of

- Kapi izolasyonu 40 mm kalinliginda CFC
icermeyen [PUR] 42 Kg/m3 yogunlugunda poliiiretan
képuk dolgulu

- 0.5mm kalinliginda galvaniz kapli RAL9002 (25u)
Elektrostatik firn boyali, koruyucu film kapli sac
kullaniimaktadir. Opsiyonel olarak CR-NI 304
paslanmaz , PVC kaplama ve RENKLI sac tercih
edilebilir.

- Kanat her iki yénde 180 derece menteseler ile
Uretim yapilmaktadir.

- 2 x Hareketli kanadin dort tarafinda tek sira conta

- 2 x Istege bagli tim kapi1 modellerimize Gézetleme
Cami eklenebilmektedir.

-3 Kése ALUMINYUM Sabit Kasa

- Tekmelik ve bel darbesini sénimleyici polietilen kol
mevcuttur

- Tutma kollari ve gerekli aksesuarlar kompozit
malzeme ve paslanmaz celiktir.

- Panele veya ingai duvara monte edilebilir.

- 2 x Kapi kanadi eloksalli aliminyum profiller 'den
imal edilir.

- 2 x Istege bagl tiim kap1 modellerimiz de CR-NI 304
paslanmaz Etek saci (Tekmelemelik)
kullaniimaktadir.

- Mikemmel izolasyonun yani sira dayanikli ve kolay
kullanimrile kullanicilarin begenisini kazanmistir.

- Door insulation 40 mm thick CFC-free [PUR] 42 Kg/m3 density
polyurethane foam filled

- 0.6mm thick galvanized RAL9002 (25u) Electrostatic oven painted,
protective film covered sheet is used. Optionally, CR-NI 304
stainless, PVC coating and COLORED sheet metal can be
preferred.

- The wing is produced with 180 degree hinges in both directions.

- 2x Single row seal on four sides of moving wing

- 2x Sight Glass can be added to all our optional door models.

-3 Corner ALUMINUM Fixed Frame

- Shin guard and waist shock absorbing polyethylene arm are
available

- Handles and necessary accessories are made of composite
material and stainless steel.

- Can be mounted on panel or structural wall.

- 2 x Door leaf is made of anodized aluminum profiles.

- 2 x CR-NI 304 stainless Skirt sheet (Shin Guard) is used in all our
optional door models.

- In addition to its excellent insulation, it has won the appreciation of
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